Kingshighway
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Aesthetic improvements would enhance the corridor.
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The above photo is a current street picture of Kingshighway.
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Purpose of the project:

The first step is to develop an Access Management Plan of Kingshighway
from Highway 72 to US 63 (Bishop Ave.) to improve mobility and safety for
pedestrians and motorists. The Plan will also identify other Kinghsighway
improvements including aesthetics, utilities and sidewalks.

Typical Section

This photo is an example of how Kingshighway could look with wider
sidewalks, new light posts, relocated utility lines and condensed
driveways.

Kit of Parts

Schedule for project:

• Kick off – January 2018. The Plan is expected to be completed by
Summer 2018.
• Public Meeting
– Summer 2018. (You are Here)

Benefits of project:
Kingshighway has heavy volumes of traffic and safety problems. This
project helps traffic flow and improve safety, not only for drivers but
also pedestrians. This project will improve traffic on Kingshighway from
Highway 72 to US 63 (Bishop Ave.) as well as improve sidewalk and
multi-use paths. Updates to the aesthetics such as improve lighting and
landscape will also be investigated.

Above is a view from the road with one lane in each direction and a
two-way left turn lane in the middle.

The kit of parts illustrates the family of site elements to be incorporated
in the corridor.

Kingshighway Alternatives

To submit a comment or question, click here

St.

r.
Jul

ien

ne

Bry
ant
D

Uni

ver
s

ity

Dr.

Concept 1: Access Management
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Concept 3: Access Management with Frontage Road
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10’ Multi-use path on Northside
5’ standard sidewalk on Southside
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Removal of driveway

Concept 2: Access Management with Median and Roundabouts
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Kingshighway Safety

To submit a comment or question, click here
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Driveways
Future Hwy 72

There are multiple driveway access points along the corridor that could be
consolidated to improve traffic flow and consistency for drivers turning in
and out as well as create a better pedestrian environment.

There are approximately 8300 vehicles
a day going westbound @ Pizza Hut.
There are opportunities to clean up
utility lines along the corridor and
improve visual appeal of the corridor.

There are 25 westbound driveways.

Juliene St.

Bryant Dr.

Fairgrounds Rd.

Existing pedestrian crossings will be
upgraded to current best practice and
additional crossings may be added to
improve safety through the corridor.

Eastend traffic over capacity

Average daily traffic for Kingshighway at the Pizza Hut is 16,900.

What Is Access Management
Access management is a set of techniques that state and local governments can use to control access to highways,
major arterials, and other roadways. Access management includes several techniques that are designed to increase the
capacity of these roads, manage congestion, and reduce crashes. Techniques include:

Westend traffic near capacity
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Pavement along the corridor shows its age. The
project will include regrading and repaving along
the corridor.
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There are approximately 8600 vehicles a day going
eastbound @ Pizza Hut.
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There are 36 eastbound driveways.
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Safety
The number of driveways and the amount of traffic influence the
number of crashes occuring on the corridor. Between 2013-2016
there have been:

234 vehicle crashes
that Average,

59 crashes

per year

Increasing spacing between signals and
interchanges.
Managing driveway location, spacing and
design.
Use of exclusive turning lanes.
•
Median treatments,
including two-way left turn

•

lanes (TWLTL) that allow
turn movements in multiple
directions from a center
lane and raised medians
that prevent movements
across a roadway.
Use of service and frontage roads.

1 crash
every 6 days

or

on average

18,000
AVERAGE DAILY
TRAFFIC

2,249

17,509
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1,782

CRASH RATE
(Per million vehicle miles)

14,293
2015

2,500

1,400
2016

56%

Crash rate increased
from
2013 to 2016 while the crash rate has
increased, traffic volumes have decreased

18%

